
Operating Instruction
KD623

Warning! Observe Operating Instruction and Safety regulation for commissioning of the High Pressure
Cleaner. The machine apply the CE-Regulations.

Designation KD 623 Unit

O perating pressure:
O perat ing pressure:
max. pressure:
Standard nozzle /Color code Hi-Lo Nozzle:
Standard nozzle / Color code Trubo Nozzle:
max. suction level:

10-120
135

045 - orange
045 - orange

3,0

bar
bar

mtr.

Discharge capacity: 11 l/min

Temperature:
max. delivery temperature: 60 «C

Electrical input:
Voltage (frequency):
Connected load:
Protection class:

AC 230-240 (50)
2,8 - (12,0)

IP54

V (Hz)
kW (A)

Dimensions:
Lenght / W idth / Height 960x372x396 mm

W eight:
Net weight w ithout accessories: 42 kg
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H igh-Pressure-C leaning-System s



container. Adjust Hi-Lo-Nozzle (12) to symbol chemi-
cal.
4. Decommissioning
1. Set On / Off switch (11) to position »0…. and remove
the AC power cable (01) from the AC power outlet.
2. Close the water supply shut off valve.
3. Pull the trigger gun (05) until the H.P. cleaner is
pressureless.
4. After finishing the work assemble the accessories
to the accessory mounting support.
5. Safety Regulation
Please read the Saftey regulation »Safety instruction
for …H.P. Cleaner (included in the packing).

Operate the H.P. Cleaner only in horizontal position.

For resting periods longer than 10 minutes, please
switch off the H.P. Cleaner by On / Off switch (11).
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1. Total View of the Machine and Description
01 11 12 13

02

03

04 05 06 07 08 09 10

01 Electrical plug
02 Electrical cable mounting support
03 H.P. hose mounting support
04 Chemical suction hose c/w. filter
05 H.P. trigger gun

06 Turbo-Nozzle
07 Pressure gauge
08 Water inlet
09 H.P. outlet
10 Unloader valve

11 On / Off switch
12 Hi-Lo-Nozzle
13 Accessory mounting support

2. Commissioning
1. Unpack the H.P. Cleaner and check for complete
quantity and possible damages.

2. Assemble the accessory mounting support (13) with
washers and nuts, with the open side heading to the
bottom. (See Pic. 1)

3. Assemble the H.P. trigger gun (05), Hi-Lo-Nozzle (12) and
Turbo-Nozzle (06) into the accessory mounting support (13) .
(See Pic. 2)

Pic. 1 Pic. 2

3. Commissioning and Operating
1. Set On / Off switch (11) to position »0….
2. Assemble the Hi-Lo-Nozzle (12) or Turbo-Nozzle
(06) to H.P. trigger gun (05).
3. Assemble H.P. hose to the H.P. trigger gun (05)
and H.P. outlet (09) to the H.P. Cleaner.
4. Assemble the water supply hose (min. 1/2…diam.)
to the water inlet (08) to the H.P. Cleaner.
5. Connect the AC power cable (01) to the AC power
oultet.
Attention: By using a AC power extension cable
please use a cross wire section of min. 2,5 mmÀ.
6. Open the water supply shut off valve.
7. Set On / Off switch (11) to position »1….
8. Adjust the Unloader valve (10) to the desired pressure .
9. By using cleaning detergent (chemicals): Put
chemical suction hose (04) in a cleaning detergent
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6. Spare Part List


